How to upload the Look-Up Table (LUT) on the MFP

Detail of files

File Name Description
. Color_Table_BP_70C30_70C65_50C26_50C65.txt - Pantone color table for MFP upload
. PanCheckV1 _A4.prn - Check sheet A4 size
° PanCheckV1l _LT.prn - Check sheet Letter size

1) Save the above Pantone color table file in USB memory and insert it to MFP USB port.
2) Enter SIM56-08.
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Input a main program number by 10-key pad,and press start

No.50 Edge adjustment “
No.51 Timing adjustment —

No.53 SPF adjustment

No.55 Software Switch

No.56 Data copy 7/

No.60 Memory check

No.61 Laser setting /\/
No.62 HDD check

No.63 Shading

No.64 Self print

No.65 Touch panel

No.66 FAX check

No.67 Printer check

No.70 Production check
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Input a sub program number by 10-key pad,and press start
No.01 Copy data

No.02 Export/import filing data

No.03 Export/import document filing data
No.04 Export job log data

No.05 Export data print

No.06 Export JAM/trouble data print
No.07 Export syslog data

No.08 ICC profile update /

No.15 Import EEPROM data
N0.99 Export all log data /\/




Tap "SPOT COLOR TABLE".
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ICC profile update *

OUTPUT A PROFILE NONE .: .:)

OUTPUT B PROFILE NONE
OUTPUT C PROFILE NONE
OUTPUT D PROFILE NONE

SPOT COLOR TABLE Y, NONE
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Files in the USB memory will be displayed. Select the Pantone table file.
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The registration completes when the message "/profiles/Pantone/ColorTable" is displayed under "SPOT COLOR TABLE".

The machine will reboot after you exit the Simulation mode.

SIMULATION NO.56-08

ICC profile update

OUTPUT A PROFILE  NONE -: D

OUTPUT B PROFILE NONE

OUTPUT CPROFILE  NONE /‘\

OUTPUT D PROFILE  NONE \/

SPOT COLOR TABLE /profiles/Pantone/ColorTable
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PE 2l arERTLTIWET. .
Simulation finighing...

Simulation Verarbeitung...
Simulation finition...

simulacién de acabado. ..



3) Print "Check file" from USB memory. If output is as below, LUT upload is complete.

Pantone Table is Installed.

If output is as below, upload is not complete. Check the procedure and try again.

Pantone Table is not Installed.

4) To have the best image quality, it is recommended to calibrate the engine using SIM 46-74 (See service manual for
detail). Or, for users, we recommend to calibrate the engine using "Auto Color Calibration."



